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Preface

This manual is applied to EK-800U projection system.The manual gives you a brief
description of basic technical information to help in service and maintain the product.

Your customers will appreciate the quick response time when you immediately identify
problems that occur with our products.We expect your customers will appreciate the
service that you offer them.

This manual is for technicians and people who have an electronic background.Please send
the product back to the distributor for repairing and do not attempt to do anything that is
complex or not mentioned in the troubleshooting.

Note: The information found in this manual is subject to change without prior notice.Any
subsequent changes made to the data herein will be incorporated in future edition.
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All Rights Reserved

Manual Version Rev 1.0
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Chapter 1 Introduction

1. Introduction
1-1 Highlight

No

Item

Description

Dimensions (W xH x D)

* 520 x 208 x 591 mm (with protrusion)
* 520 x 194 x 591 mm (without protrusion)

Weight (kg)

* 23.8 kg (without lens)

Power Supply

* 1150W (110V)
« AC100-120V, 200 - 240V
* Fuse:250V 15A

Keystone Correction

* Horizontal: +/- 20 degrees

* Vertical: +/- 20 degrees

Brightness

* Normal: 12000 Im
e Eco: 9600 Im

Throw Ratio

* AH-B22010(A18
* AH-B22020(A19
* AH-B22030(A20
* AH-B21010(A21
* AH-B24010(A22
* AH-B23010(A23

:0.84~1.02
:1.02~1.36
:1.20~1.50
:1.50~2.00
:2.00~4.00
:4.00~7.20

~— N~ N N N~ S~

Uniformity

- 90% (JBMA)

Lamp

* 1500 hours typical (Normal:465W)

+ 2000 hours typical (Eco:370W)

I/0 Terminal

* HDBase-T:

* 3G HD-SDI:

* HDMI:

* DVI-D:

* R/G/B/H/V, Y/Pb/Pr:
* VGA:

* Video:

* VGA (Out):

* 3D Sync:

* RJ45 x 1

* BNC x 1

* HDMI (v1.4a)x 1
* DVI-D x 1
*BNC x5

* D-sub 15 pin x 1
*BNC x 1

* D-sub 15 pin x 1
* BNC x 1

EK-800U
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Chapter 1 Introduction

No Item Description
* LAN Control: * RJ45 jack x 1
* Remote Control IN: * Mini jack (3.5mm) x 1
, * Remote Control OUT: * Mini jack (3.5mm) x 1
10 [ Control Terminal
! * Serial port (RS232C): * D-Sub 9 pin (Cross) x 1
* Wi-Fi (with dongle): + USB Type Ax 1
* Service: * Mini USB x 1
11 | DMD chip * 0.96" WUXGA, Type A, DC3
12 | Native resolution * 1920 x 1200

« NTSC (M, 3.58/4.43 MHz)

13 | Video Compativili
aeo Lompativiltty - PAL (B/D/G/H/IMIN, 4.43 MHz)

* Brightness type (Normal): 6 segments (Y44 type)

14| Color Wheel * Color type (Optional): 6 segments (Y41 type)

* 0~40 degree

» 0~2500 ft: 0~40 degree

» 2500~5000 ft: 0~35 degree
* 5000~10000 ft: 0~30 degree

15 | Operating Temperature

Note:Measurement,measuring conditions and method of notation all comply
with ISO 21118 international standards.
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Chapter 2 Disassembly Process

2. Disassembly Process

2-1 Equipment Needed & Product Overview

1. Screw Bit (+) :105

2. Screw Bit (+) :107

3. Screw Bit (-) :107

4. Hex Sleeves 5 mm

5. Hex Sleeves :14.0 mm
6. Needle-nose pliers

7. Projector

* Caution:

-This process is protective level Il. Operators should wear electrostatic chains.
-The unit should be powered down and disconnected from mains.
-When disassemble Engine module (2-18), please notice that it require specific

environmental conditions (clean room).

" ]

EK-800U 2-1




Chapter 2 Disassembly Process

2-2 Disassemble Projector
Lens

1. Press and hold on the lens bar.

2. Hold on projector lens, rotate it carefully

(As red arrow), then remove it carefully.

2-2

lens
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Chapter 2 Disassembly Process

2-3 Remove the Fan 1 and Fan 2

1. Open the lamp cover module to loosen two
captive screw.

2. Remove the lamp cover module.

3. Loosen four screws and unplug two connectors
to remove the fan 1 and fan 2.

4. Disconnect the extended wire then separate
the outlet vent cover and fan.

EK-800U 2-3



Chapter 2 Disassembly Process

5. Tear off two rubbers to separate fan 1 and fan 2.
Note:Fan 1 and fan 2 are the same.

6. Unscrew two screws to remove the fan docking board.

Fan docking board

7. Replace the rear cover if required.

Rear cover
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Chapter 2 Disassembly Process

2-4 Remove the Lamp 1 and Lamp 2 Module

1. Loosen three captive screws to remove lamp 1 module.

2. Loosen three captive screws to remove lamp 2 module.
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Chapter 2 Disassembly Process

2-5 Remove the Color Wheel
Module

1. Loosen one screw to open the Color wheel

cover.

CW cover

2. Loosen three captive screws to take out
the color wheel module.

Color wheel
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Chapter 2 Disassembly Process

2-6 Remove the Fuse

1. Remove the fuse holder by rotating it

counter-clockwise.

2. Take out the fuse holder.

3. Separate the holder and fuse.

Fuse
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Chapter 2 Disassembly Process

2-7 Remove Top Cover

1. Loosen four captive screws first.

2. Pull the top cover ahead to remove top
cover module.
Note:There are eight snaps under the top
cover module.

2-8

Top cover
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Chapter 2 Disassembly Process

2-8 Remove Main Board

1. Remove ten (yellow) screws securing top
shielding.

2. Remove nine hex screws ,two captive
screws (red) and one hex screw

(yellow).

3. Cut off the cable tie.

EK-800U 2-9




Chapter 2 Disassembly Process

4. Remove nine screws (yellow) and unplug twenty one connectors (red) to remove

formatter board module.

rZ2Z201

GFEDGC B A
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Chapter 2 Disassembly Process

J48 IR

Composed of Red/Black/White Wire,
White Connector and Black wire tube

(3 pin)

J67 FAN1/FAN2/FAN3

White Connector and Black wire tube
(12 pin)

J49 TO CW BD

White Connector and Black wire tube
(20 pin)

J46 REAR LED

White Connector and Black wire tube
(10 pin)

J22 LIGHT SENSOR

Composed of Red/Black/Yellow Wire,
White Connector and Black wire tube

(3 pin)

DA SENSOR

Composed of Red/Black/White Wire,
White Connector and Black wire tube

(3 pin)

J35 DAMOTOR

Composed of Red/Black/Yellow/Green
Wire, White Connector (4 pin)

J53 TO FAN BD

White Connector and Black wire tube
(30pin)

J18 LAMP2

White Connector and Black wire tube
(5 pin)

J17 LAMP1

White Connector and Black wire tube
(5 pin)

J40 H-SENSOR

Composed of White/Yellow/Red/Black/
Gary Wire, White Connector and
Black wire tube (5 pin)

EK-800U
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Chapter 2 Disassembly Process

L J39 H-MOTOR

Composed of Orange/Gray/Black/Yel-
low Wire, White Connector and Black
wire tube (4pin)

M | J42 V-SENSOR

Composed of White/Yellow/Red/Black/
Gary Wire, White Connector and
Black wire tube (5 pin)

N J41 V-MOTOR

Composed of Yellow/Black/Red Wire,
White Connector and Black wire tube

(4 pin)

O | J55 SHUTTER SENSOR

Composed of Red/Black Wire, White
Connector and Black wire tube (2 pin)

P J38 SHUTTER

Composed of Blue/Red/White/Yellow
Wire, White Connector and Black wire
tube (4 pin)

Q | J14 LENS MEM/Z/F

White Connector and Black wire tube
(10 pin)

R | J62DET

Composed of Black/Red/White/Blue/
Wire, White Connector and Blue wire
tube (4 pin)

S J63 DET

Composed of Black/Red/White/Blue/
Wire, White Connector and Blue wire
tube (4 pin)

T J64 DET

Composed of Black/Red/White/Blue/
Wire, White Connector and Blue wire
tube (4 pin)

2-12
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Chapter 2 Disassembly Process

7. Raise main board gently from the front to
disconnect underside connector J27 and
then lift formatter board out of projector.

8. Remove two connectors securing main
board module, then separate the input

cover.

9. Loosen three screws and unplug two
connectors to separate formatter board.

Note: There are two connectors between

formatter board and scalar board.

e

Formatter board
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Chapter 2 Disassembly Process

10. Loosen three screws (red) and remove
three standoffs (yellow) to separate the
scalar board and PW808 media board.

11. Remove three hex standoffs.

2-14

Sclar board
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Chapter 2 Disassembly Process

12. Remove nine screws securing the main

board bottom shielding.
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Chapter 2 Disassembly Process

2-9 Remove the front cover
and components

1. Pull down the filter cover then take out it.

2. Remove five screws, tear off 3M tape,
sponge and take out the cable from hole

then securing the shielding.

2-16
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Chapter 2 Disassembly Process

3. Remove six screws securing the front

cover module.

4. Remove four screws then separate two

switchs.

5. Take out two IR sensor boards from the

front cover.

interlock switch

IR sensor board

Front cover
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Chapter 2 Disassembly Process

2-10 Remove the Back Cover

1. Remove ten screws securing the back
shielding.

2. Remove twelve screws.

3. Remove two screws and one connector
then take out the rear cover module.
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Chapter 2 Disassembly Process

4. Remove two screws .

5. Unplug one connectors to separate the H L
LED board and cable. :

LD board

6. Unplug four connectors and remove two

screws to take out the fan 3 and interlock

switch.

Fan 3 Interlock switch
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Chapter 2 Disassembly Process

7. Remove two screws .

8. Unplug one connectors to separate the

rear cover connector board and cable.

Rear cover connector
board

Rear cover
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Chapter 2 Disassembly Process

2-11 Remove the Left Cover

1. Remove six screws securing the left cover.

2. Remove two screws to disassemble the

interlock switch.

Left cover
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Chapter 2 Disassembly Process

2-12 Remove the Keypad

1. Remove two screws securing the keypad

cover.

2. Remove six screws and one connector to

disassemble the keypad board.

2-22

keypad board
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Chapter 2 Disassembly Process

2-13 Remove the Right Cover
and Fan 4

1. Remove six screws securing the right

cover.

Right cover

2. Loosen three screws to remove the fan 4

module.
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Chapter 2 Disassembly Process

3. Remove four screws and rubbers to

separate the fan 4 and bracket.

2-14 Remove the lamp driver

1. Cut off the cable tie (red), unplug six

connectors and ten screws.

2. Pull out the lamp driver 2 module then

remove three connectors.

2-24
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Chapter 2 Disassembly Process

3. Loosen three screws to remove fan driver

board.

4. Separate the bracket and Lamp driver 2

from four spacer supports.

Lamp driver 2

EK-800U 2-25




Chapter 2 Disassembly Process

5. Loosen the four screws and unplug three
connectors to remove the light cut module.

Light cut module

6. Loosen four standoffs (yellow) and
separate the lamp driver 1 from four spacer
supports (blue).

Lamp driver 1
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Chapter 2 Disassembly Process

2-15 Remove the Optical
Engine Module

1. Loosen two screws to remove the thermal

switch.

2. Remove five screws securing the fan 8
module and duct blower module.

3. Remove three screws to separate the fan 8
and fan duct.

EK-800U
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Chapter 2 Disassembly Process

4. Remove five screws securing the fan 5

module and fan duct blower module.

5. Remove three screws to separate the fan 5

and bracket.

6. Remove six screws securing the fan 6
module.

2-28 EK-800U




Chapter 2 Disassembly Process

7. Remove three screws to separate the fan 6
and bracket.

8. Loosen eight screws to remove the engine
module.

Engine module
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Chapter 2 Disassembly Process

2-16 Remove the DA,Lamp
Housing

1. Remove three screws and two connectors

securing the DA module.

2. Then remove two screws securing the DA.

3. Remove one screw securing the photo
sensor board.

Photo sensor board
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Chapter 2 Disassembly Process

4. Remove four screws securing the lamp

housing module.

Lamp housing
module

2-17 Remove the DMD,DMD
Board

1. Remove four screws securing the thermal
module.
Note: Use a new thermal pad when
assemble the heat sink.
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Chapter 2 Disassembly Process

2. Remove four screws securing the DMD
board.

3. Take out the DMD module then separate
the DMD from DMD bracket.

4. Take out the DMD mask then loosen four
screws to remove the thermal module.
Note: Use a new thermal pad when

assemble the heat sink.

2-32
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Chapter 2 Disassembly Process

2-18 Remove the Color Wheel
Docking Board

1. Remove two screws and unplug one
connector securing the color wheel
docking board.

2. The Optical engine module.

Optical engine module

EK-800U 2-33




Chapter 2 Disassembly Process

2-19 Remove the AC Inlet

1. Loosen six screws and take out the cable
from wire mount then remove the bracket.

2. Separate the cable and fuse holder.

3. Separate the bracket and AC inlet.

AC inlet
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Chapter 2 Disassembly Process

2-20 Remove the Power
Supply

1. Remove nine screws securing the power
supply.

2. Unplug four connectors (red) securing the
power supply.

3. Remove two cables.
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Chapter 2 Disassembly Process

2-21 Remove the Fan 7 and
Fan 10

1. Remove five screws securing the duct
blower module and fan10.

2. Remove six screws and one extend wire

securing the duct blower module and fan 7.

Fan7
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Chapter 2 Disassembly Process

2-22 Remove the bottom
cover

1. Remove the foot through the bottom of the

projector.

2. Loosen ninteen screws to remove base

shielding.

EK-800U
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Chapter 2 Disassembly Process

2-23 Repair Action

Repair action Change parts

Format | Scalar | PW808 | Color DA Firm | DMD

Board | Board | Board | Wheel ware | Board DMD | Engine | FAN | Lamp

Firmware
Version \Y, \Y;
Update

Color Wheel
Index

DA
calibration

Reset Lamp
Hour

Factory
Reset

Fan
Calibration

ABC
Calibration

ROD
Adjustment

Focus
Adjustment

Re-write Serial
Number

Lens Calibration \Y

ADC calibration \Y \%

G Sensor
Calibration

Network Test V V \

HDBase T
Function Test

2-38 EK-800U



Chapter 3 Troubleshooting

3. Troubleshooting

3-1 LED Lighting Message

Off — lamps are off

Solid Orange —Lamp time has expired and lamp should be replaced(2 sec on,1 sec
off)

Solid Green — lamp is on and operating correctly

Flashing Green — lamp is switching on
(0.25 sec on,0.25 sec off)

Flashing Red
*Failed to strike lamp after 5 attempts (strike attempts will stop).

Lamp 1, Lamp 2 |[.)Lamp has unexpectedly shut down (system goes into cooling down state).

Off — AC power is off (without AC plug in)

Off — AC has been applied, projector is in standby mode.

Solid Green — Projector is powered up and operating normally

Flashing Orange — Projector is in cooling down mode or startup mode

Flashing (alternating) Green/Orange — Projector is in flash update state

Solid Orange — Need to clean/change dust filter

Solid Red — Over temperature

Status Flashing Red — Fan failure

Off — Picture mute is off and Shutter is open — image is displayed

Shutter Flashing Green — Picture mute is on and Shutter is closed — image is black

EK-800U 3-1



Chapter 3 Troubleshooting

3-2 Equipment Needed

1. Projector

2. PC (Personal computer)

3. DVD player

4. Screw drivers

5. VGA cable, power cord, component cable, audio cable,HDMI cable

6. Voltage test meter

EK-800U 3-2




Chapter 3 Troubleshooting

3-3 Main Procedure

*Important Note: Whenever the formatter board which contains the serial number is replaced,
re-write the serial number is compulsory- refer to Chapter 5.

C Start D)

v

Connect Power cord,
analog or digital signal,
then turn on the projector

Does the power
tton backlight lit*~

Press the power button
to turn on the projector

PDoes the lamp
ignite?

A. No power
Troubleshooting

B. power
Troubleshooting

Yes

S PIN protec
on?

Yes 7

C. PIN protect
Troubleshooting

No

Y

Is Image OK? No

D. Image
Performance
Troubleshooting

Is Remote
ontrol OK?

E. Remote
Control
Troubleshooting

Yes

Is network OK?

No 7

F. Network
Troubleshooting

Yes

No Fault Found

C End D

3-3
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Chapter 3 Troubleshooting

3-4 No Power Troubleshooting

No Power

A

Troubleshooting

s the power cord
connected securely at
the unit and the power
source ?

s the power source
providing AC voltage?

e lamp cover secure
in place and properly
fastened?

s€ the voltage test mete
to test the voltage of J2 of
Main Board Pin 1,
13,15=5V?

No

No

No

Properly connect power cord at unit
and AC power source

Supply AC voltage (100V~240V)

Ensure the lamp cover is in it’s correct

Change Main Board/Keypad Board

closed posistion I —
T " i
299 Pin |Voltage
1 +5V
Pin 20 13 | +5V
15 +5V
Change Power supply

Continue function test and other
troubleshooting once power button
backlight lit

EK-800U
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Chapter 3 Troubleshooting

3-6 PIN Protect Troubleshooting

PIN protect on?

Yes
Show “Enter
PIN” dialog
b 4
Show “Wron Turn off the unit ,then hold
PIN correct? No—» PIN" messa g »  “power” Button > And press No
9 “Enter” button immediately.
PIN will be reset to
default .(Default
PIN:Sequentially press these
keys:1.2.3.4.5)
Yes
\ 4

Normal operation |«
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Chapter 4 Test & Inspection

4. Test & Inspection

4-1 Test Equipment Needed

- PC with HDTV resolution

- DVD player with Multi-system, equipped "Component", "S-Video", "Composite" and "HDMI".
- HDTV Source (480P, 720P, 1080P)

- CL-200

- Quantum Data 802B or CHROMA 2327 (Color Video Signal & Pattern Generator)

4-2 Service Mode and Factory Mode

- EK-800U contains 2 kinds of mode

1. Service Mode

(1) Turn on the projector

(2) Press "Menu" button on Remote Controller or Keypad,

choose "OPTION"
Service

SETUP

(3) Choose “SERVICE"

EK-800U 4-1



Chapter 4 Test & Inspection

(4) Enter the code "1,5,9,0" by remote controller or Press
the button "LEFT +DOWN+RIGHT+UP" by keypad to

access service mode. Enter Service Code

L Cancel

Service

(5) Enter "OK" to get into service mode.

Color Wheel Speed

Color Wheel Index

DA Home
Error Log
Mode Adjustment

Reset Projector Hours

2. Factory Mode

(1) Turn on the projector

Model Name EK-800U

Optional (Y44) (C786)

(2) Press "Exit->Right->Right->Right" buttons sequentically S —
MCU FW Ver. A00.26

. PWB808 FW Ver. G00.57

on remote control or keypad to get into factory mode. MBS35 FW Ver, M02.46

DDP FW Ver. (WINGIT)FOSI28
Ballast Ver. 00.97.101
Keypad Ver K01.36
Motor Ver. DO01.36
Factory Reset

ADC Calibration

Color Speed 2%
Color Wheel Index

Waveform 1D 3
Burn In

DA Home 16
DA Close(16)
ABC DA Step 116%
ABC Feedback (0),(0),(0)
ABC Calibration 2X,W0,80,60

Lens Type

4-2 EK-800U
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4-3 Factory Reset

1. After final QC step, we have to erase all saved change
again and restore the OSD default setting. The following

actions will allow you to erase all end-users' settings and
restore the default setting:

(1) Please press "Menu" button.
(2) Get into service mode (refer to 4-2) ""”“”

(3) To execute "Factory Reset" function.

EK-800U
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4-4 Calibration
1. Lens Calibration :T::;q;w E":I.:::
Note: Always perform a Lens Calibration after repairing the g o
projector or replacing the light engine. Menu Preferences
A Keypad LED Settings
Inspection ltem- Check if the Lens Shift Module is moving -
smoothly.

Criteria - If the Lens Shift Module is not moving
smoothly or sound noising, please replace

the light engine module. T
. . PICTURE
Procedure - Place the projector on a clean horizontal
Zoom
surface. -
- On the Remote, press Menu >Lens L

Lens Lock

Function.

SETUP

- Select Lens Calibration.

- Press Enter. m

2. G Sensor Calibration
Note: Always perform a G Sensor Calibration after repairing

the projector or replacing the main board. j l

Procedure - Place the projector on a clean horizontal
surface.
- Connect PC and projector by RS232 cable HPBUJF;“U;TM
then AC on. odeToo

- Double click the “Factory mode tool” on PC _
then click “NVRam Reset All” to excute
G-sensor calibration.

- Wait for a while until the lamp light on, then |
the calibration is success.

4-4 EK-800U
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3. ABC Calibration

Note: Always perform an ABC Calibration after upgrading
the firmware or replacing the light engine, Scalar board and Model Name .

Factory Mode

lamp.
vD1.19
Procedure - Put the projector on a horizontal surface. : i :22::
- Get into factory mode then select “ ABC O
calibration” to execute ABC calibration.
- Press Enter .
A _ (0),(0),(9)
- After calibration will appear success. ABC Calibration 2X,W0,50,G0
Criteria - If not appears “Success”,do the below

adjustment.

- Project bright mode, put cl200 in the center
of image, measure the brightness of center. g

- Enter Factory Mode.

- Select ABC Feedback then press the Right
button on remote.

- Adjust the adjustment gear by hex socket,
let the frequency of image shows agree with
the table which corresponding brightness '
value.

- After adjust it, tighten the screws on the side

of gear (as yellow circle). - e W
(15} ki X
12250 288 4225
12000 280 413
11750 m 4052
11500 265 3066
11250 258 3880
11000 250 37
10750 243 307
10500 235 i
10250 228 3535
1000 220 3449
4750 13 3363
9500 208 3276
9250 198 3190
2000 190 314
B750 183 3018

EK-800U 4-5
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4. ADC calibration
Note: After replacing main board, please execute ADC
calibration.
(1.) PC Calibration (For BNC port)
Procedure - Test equipment: QD802BT.
- Test signal: 1920x1200@60Hz
- Test pattern: Grays 16.
- Input the signal from BNC port.
- Get into factory mode. Grays 16
- Select "ADC Calibration".

- Press "Auto" key to execute the PC
calibration.

Criteria - If there is noise on the screen, the product is
considered as failure product.
-The screen appears normal, it shouldn’t : P
appear any abnormal condition, such as

10),(0),(0)
2X,W0,50,60

lines and so on.

(2.) Video Calibration (For BNC port)
Procedure - Test equipment: video generator.
- Test signal:1920x1200@60Hz(WU?7)
- Test pattern: SMPTE BAR.
- Input the signal from BNC port.
- Get into factory mode.
- Select “ADC Calibration”.

- Press “Auto” key to execute the video
calibration.

Criteria - There should not have any lack of
SMPTE BAR. Color levels should be
sufficient and normal.

- There is not any abnormal lines on the
image. SMPTE BAR

4-6 EK-800U
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(3.) PC Calibration (For VGA IN port)
Procedure - Test equipment: video generator.
- Test signal:1920x1200@60Hz(WU?7)
- Test pattern: Grays 16.
- Input the signal from VGA IN port.
- Get into factory mode.
- Select "ADC Calibration".

- Press "Auto" key to execute the PC
calibration.

Criteria - If there is noise on the screen, the product is Grays 16
considered as failure product.
-The screen appears normal, it shouldn’t
appear any abnormal condition, such as
lines and so on.

200,
P00.61

F02,00(12)

10),(0),(0)
2X,W0,50,60

EK-800U 4-7
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5. Fan Calibration And Auto Waveform
Note: Always perform an F-type Fan Calibration after
replacing an F-type fan (Fan5, Fan6, Fan7, FANS,

FAN10).
Criteria - If the Fan calibration failure please change
the corresponding fan.
Procedure - Plug in power cord and AC on.

- Hold “Down” then press “Power” button.
- Release "Power" and “Down” button when the
Shutter LED flashing yellow.

- After several minutes, the projector will auto-

power on, the fan calibration and auto waveform

is finished.

Note: If the Fan RPM does not meet the RPM
range, change the corresponding Fan.
(Fan5:3300~3700,Fan6:2500~2700,Fan7:
3300~3700,Fan8:3400~3700,Fan10:3400

~3700)

4-8 EK-800U
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6. DA Calibration

Note: Always perform a DA Calibration after replacing the
DA module or the Main board

Inspection ltem- Check if the brightness of the screen is
variations when execute the DA calibration

Criteria - If the DA Module is not operating properly,
change the DA module.
Procedure - Place the projector on a clean horizontal
Ballast Ver. 00.97.101
surface. Keypad Ver. K01.36

Motor Ver. DO1.36
Factory Resel

- Enter Factory Mode

- Set DA to Open. ADC Calibration
Color Speed

- Select DA Home > Dual: 16. Sater Whasl Sades

- Press right and left key following 16 > 17 > 18 > [RCEELLELLR LY

. Burn In
19 (Right) > 18 > 17 > 16 (Left) to check ———
whether DA is operating correctly. DA Close(16)
ABC DA Step 116%
- Set DA Home position to position of maximum ABC Feedback (0),(0),(0)

brightness. Default value is Dual: 16.

Note: If the brightness value is very far from 16,
it may indicate that DA is not operating
smoothly and needs to replaced.

- Select DA.

- Press Select, following Open > Close > Open to

check whether DA is operating correctly.

EK-800U 4-9
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4-5 Adjustment

1. Focus Adjustment
Note: This step must be done only when the optical engine

module is changed.

Inspection item- Check the focus under the pattern of full
screen by the distance of 2.5m.

Full screen

Criteria - Unbalance<=30cm

Procedure - If the unbalance is over 50cm,pls do the
focus adjustment as below procedure.

1. Back focus ensure

- Change to “Full Screen” pattern, adjust the
lens room widest, adjust the focus fuzzy,
then measure the minmum imaging distance,

confirm whether the distance value in the
lens specifications of +/- 3cm.

- If not, adjust the three setscrew to the
specification.

- If yes, go to next step to do bore sight
adjustment.

2. Bore sight adjustment.

- Use focus button to adjust focus to make
position 1 in focus.

- Once position 1 is in focus, check position 2
If position 2 is not in focus, use focus up or
down key to adjust focus till it is in focus.

- If pressing focus up key can focus position
2, adjust setscrew B clockwise. If pressing
down key can focus position 2, adjust set
screw B counterclockwise.

- Refocus position 1 and see if position 2 is
also in focus. If not, repeat step 1 to 3.

- Adjust position 3 is the same method as
position 2.

- Repeat step till positions 1, 2 and 3 are in
focus at the same time.

4-10 EK-800U
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2.ROD Adjustment

Note:
1.Do not see the lamp module to avoid the eyes are
injured during the adjustment.
2.Avoid over-adjusting the ROD.
3.The distance between the engine and the screen is 2.60m.
4.This process should be done in the dark environment<2Lx.

Procedure - Enter Factory Mode
- select the White Screen test pattern.

- Adjust the ROD by using the screws on the
engine module to readjust the image.

- Screw X should be adjusted before screw Y.

adjust till the yellowish or bluish part
disappear.

- If the other color does not disappear, adjust
the screw Z first, and then adjust the screw

Xand.
Inspection item- Color saturation.

Criteria - It should not have any abnormal color at the

rim of the image by estimating through the
eyes.

EK-800U 4-11
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4-6. Check points for exterior and print pattern

Check item

Check point

Text & Pattern

Missing letters & pattern or blurry prints are
unacceptable.

Exterior

Dirt, scrape, water ripples and uneven color are
unacceptable.

Focus and Zoom

Focus and Zoom function is well.

Missing logo, missing prints and blurry prints are

Logo
unacceptable
Screw All screws should be fixed and in right type.
Pedestal Well-functioned
Lamp Cover It should be locked in the correct place.
Plastic Parts All plastic parts can not be broken and damaged.

Safety or warning
label

All safety and warning labels should be visible,
including all contents.

Connector

All interface connectors should be complete and
workable.

4-12
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5. Firmware Upgrade

Note: Please always perform "Factory Reset" after all firmware has been upgraded.

Section 1: Formatter/Scalar/LAN/MCU Firmware Upgrade

5-1-1 Equipment Needed

Software:
- EIKI B70 Upgrade Firmware Wizard 20151029.zip

Hardware:

- Projector
- Power Cord

- RJ45 cable(CAT-5e)
- PC or Laptop with Windows 32bits

EK-800U 5-1
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5-1-2 Firmware Upgrade Procedure

5-1-2-1 Windows Setting

1. Close Windows firewall.

2. Set HDD sleep timer larger than two hours.

3. Run as administrator in case of Windows 7 system.

5-2

Security | Details | Previous Versions

General | Shorteut | Compatibility

If you have problems with this program and it worked comectly on
an earlier version of Windows, select the compatibility mode that
matches that earlier version.
Help me choose the settings

Compatibility mode

["1{Run this program in compatibility mode for:

Windows XP (Service Pack 3)

Settings
[] Run in 256 colors
[] Rur in 640x 480 screen resolution
[ Disable visual themes
[ Disable desktop composion
[ Disable display scaling on high DP| settings

Privilege Level

Run this program as an administrator

’ Change settings for all users ]

[ ok ][ Cancel Bpply

EK-800U
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5-1-2-2 Installation of the Firmware
Upgrade Utility

1. Download the latest firmware program file from the
website, Unzip the file to the desktop and open the
folder created.

EIKI B70

Upgrade

Firmware
Wizard 20151...

BT ConsaleWinTFTP
|| dummy_sucess.tit
|| LPC4337_003 6.bin
| | LPC4337_AD036.hex
1k | OPFUInfo
|| root_G0099.cramfs
| Scaler_ PW392_EIKI_V0120.bin
|| Scaler_PW392_EIKI_V0120.hex
| |ulmage_G0099
[ Upgrade Wizard |
ik | VerState_Before

2. Execute the Upgrade_Wizard.exe.

3. Update Details:
- Compatible projector(s): WUXGA

Compatible projector(s)
WUXGA

This wizard wil update the firmiware of your projector to

Scaler V0083

ssen completed for update

Click Next o continue

& Next B Exit

EK-800U 5-3
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Firmuere Update Wizard - — =

Y

4. Confirm Run as administrator & Close firewall

- Click "Next" to continue. N
_ mpatible projector(s)

- Connect the projector to AC and power it on. e
This wizard will update the firmware of your projector to
; : repare to update Component " FW Version|
- When the source message is displayed on the P Y005
bottom left of the projected image, click Next. vanngproecr RS

Update Results
auaeen completed for update

Click Next to continue

[ 1 Bew

5. Connect projector to computer

- Connect the RJ-45 cable to the projector and the
computer.

- Set the IP address of the computer to match

Enter the projector's IP address i the boxes below

A [i85 {000 [i00

192.168.000.xxx where xxx is not 100)

EE
the first three numbers of the projector.
(for projector 192.168.000.100, set computer to

Click Next to continue.

- Click "Next" to continue.

<aBack IH B> Next II He |
1 I

5-4 EK-800U
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6. Prepare to update projector.
- Pelease select the model " WU"

- Click "Next" to continue.

7. During the update:

- Do not start or exit any programs on the

computer.

- Do not turn off the projector or computer.

- Do not connect or disconnect any cables or

power cords.
- Click "Next" to continue.

8. Choose upgrade items, then click next

EK-800U

Firmuere Update Wizard

Ll Sl o L bl Sl L 5

© Update Details

Please confirm model.

Model

Firmuware Update Wizard

© Update Details

Updating projector

Update Results

Model Name : DLP-WU E8ZA1234

Projector wizard
W Scaler | vOleE > Vo083
¥ MsTesis
¥ MCU A20 > A2
w o3
I~ Formatter F0528 -  F0528
e
¥ LAN G003E - GO0SE
7 Recheck version

I~ Recover mode
Only to be used if the Model Name, Serial Number
or FW version cannot be detected

Click Next o continue

ases || enen || Bea |
1 I

5-5
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9. Upgrade Formatter — DDP4422

- Installing firmware to projector.

- This may take an hour, please wait.

10. Upgrade Scalar — PW392

- Installing firmware to projector.

- This may take half an hour, please wait.

11. Upgrade LAN — PW808
- Installing firmware to projector.

- This may take ten minutes, please wait.

5-6

© Update Details

Connect projector to
compuer

del Name : DLP-WU E8ZA1234
Projector Wizard

3¢ s0es o vanss

o

o A2 > AM2?

P

matter F0529 > F0528

fih

AN G o> GINSE

Only to be used if the Model Name.Serial Number
or Fw version cannot be detected

Click Next fo continue.

e | 1
| e ) I
Em e = TLwT
T T T e ==

Update Results

Instaling firmware to projector
Model Name : DLP-WU E8ZA1234

This may taks (2l minutes, please wait,
Downloading : B70_WUXGA_F0529_0xF265.img

Bytes : 13312 [Total : 7995392] fime : 0:07

Firmuare Updlate Wizard T
@ Update Details
Instaling frmware to projector
Gonnect projector to
o e Model Name * DLP-WU [8ZA1234
o TR iy Take Several MiTes, peass wan
Downloading ©  B70_WUXGA hex
_ Bytes : 13512 [Total :7995392] time - 0:07
Update Results
- = |_m |
Firmuare Update Vizard ==
@ Update Details
Installing frmware to projector
Connect projector to
(Resiiss Model Name * DLP-WU E8ZA1234
“This may take several minutes, please wait,
Downloading : LAN Update Data
Time : 0.64
Update Results
< [ 0

EK-800U
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12. Upgrade MCU — LPC4337 =
- Installing firmware to projector. A ————
- This may take five minutes,please wait. R
Diowrinading = MCU_AO420_0wa6E DOEAC hi
;::::eaata.wss:::wanova 193296] 1me (051
o |
=1
Instaling firmwara o projacior
This may take several minutes. please wait...
Dawrinading © MCU_ADIZ0_OSEDDESC hex
Eytas - 34816 [Tolal: 153296] tme: 336
|
13. Checking in progress
Firmare Updiie Wad =)

- After upgrading firmware procedure

- Reboot to check firmware procedure

- Send command to upgrade M8535 (optional) DLP-WU ESZAI234

Prepare to update This may take several minutes, please wait.

projector "
Waiting for LAN start up.

- Step 1 : Wait LAN ready s

Update Results

a v |_Dea |
- Step 2 : Wait the projector start up L
. Installing firmware to projector
comput DLP-WU E8ZA1234

Prepare to up:
projector

This may take several minutes, please wait...

EK-800U 5-7
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Firmysass Updste Vizard

- Step 3 : Query FW version
lisstalling firmware W projector

Model Nama : DLP-WU E8ZA1234
This may take saveral minutes, plessa wat,.
Asking projector verslon,
HENINNERENRERINNNREND

Chacking FW varsion

- Step 4 : Upgrade M8535 p—— =)

Installing fimiware to projector
Model Name : [JLP-WL EBZA1234

This may take saveral minutes, plosss wait,
Updating 8535
LILIRLL VLRI LI ERTTE] ]

Checking W versian.
Ruming update 8535

=)

Firnaere Update Wzerd

- Step 5 : Recheck projector reversion

Installing firmware to projector
Madel Name : DLP-WU EEZA1234

This may take sevaral manutes, please wait..,

Recheck projecior version.

Update Re

Checking FW version.
Runing update 3535,

oren | [En |

5-8 EK-800U
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14. Updating result

- When firmware upgrade completes, will shows

Your projector has been updated to :

©  Update Details

Scaler Veo.83

" n
Update Successful". ... @I
® compuer Formatter  F@5.29
LAN G00.56

Prepare to upcate
projector 1.Unplug the projector’s pawer cord.
2.Plug the pover cord in again.

o U inmees 3 Press the power button to switch the projector on.

15. Enter into factory mode to check Formatter/Scalar/ Factory Mode

LAN/MCU firmware version.
Model MName EK-800U

MCU FW Ver.
PWEB0E8 FW Ver.

M8535 FW Ver,|

DDP FW Ver. [N

Ballast Ver.  [NNNDOISIRION
Keypad Ver,

Motor Ver.

EK-800U 5-9
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Section 2: Recovery Mode

Note: If upgrade fail, select restore, the upgrade will follow the last setting and jump to the page
“Upgrading in progress” directly.

5-2-1 Recovery of LAN

Note: If the LAN recovery in previous page is not work,
Clear TFTP upgrade setting of PW808.

1. Set up

- AC Power on the projector, let projector in
standby mode.

- Pressing " Up" key then pressing " Power " key.

- When you see the RJ45’s LED is flashing twice

- Re-Power on

- Connect projector with Mini USB cable to PC.

2. Please download the latest firmware program file

from website, Unzip the file and keep on your B8 20151012 PWCS08_B70 GO099_EIKI x32 User
desktop. B8 20151012_PWC808_B70_G0099_EIKI x64_User

- Double click the folder.

- Choose the upgrade file based on the system of
PC.

- 64-bit system execute FlashUpgrader_x64.exe
- 32-bit system execute FlashUpgrader_x32.exe

- Unzip the file.

5-10 EK-800U
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3. Choose "FlashUpgrader.exe" Program.

- Double click "FlashUpgrader.exe" to execute

FlashUpgrader setup.

4. Choose “USB 2.0”,then click “Flash” button to

start FW upgrade.

5. Then will show upgrade progress bar.

EK-800U

A R BEEM ~
{Flashiperader x32_drver | REEHE 201201177 F4F 01:02
3| USBIOX DLL Ly ) KB EREAEE 2011/5416 F4 0212
USBIOX SYS 217 hite Amvor X 20111516 F4 02:12
%wmﬂcw 3“ bH"S dll\@l_'i\ilﬁ?ﬁ 2011/5416 T4 0212
e Flshlpgrader 32 exe 2,505KB FERES 201175016 F4 02:12
TEALI 41KB [ERZEE 2011/546 T4 02:12
Wmln.sys K 4KB FfiERE 2011/516 F4 0212
splach vimage o (AGE % 201211726 T 09:18
B UPRrade AP 7™ Tmramn
| wilmage 3507KB 1% 201201726 F4F 09:18
hnnlenleTKFF 126KB 8% 2012096 F 1022
& splash bin LOMKB BING® 2012918 £ 1119
= rserve bin 896 KB EIN % 2012948 £F 11:20
)\slw_m.m 3KB FEEEE 2012928 £ 10:50

) u-boot spi-boot 133KB §PI

-BOOT 13 20121112 F¥F 03.07

L] root crams | 6624 KB CRAMFS %R 20121112 T4 03:08
LOMKB PRS2 IR 0121112 FF 0308
2916KB 1% 20121112 FF 0308

upgraded files

Director |I13\HZ$D T16. 2014\20150815_PHCB0S_FOOB1A %32 User'  Choose. ..

Flash  [20130315_PHCA08 user. inf =1 chip
Files To g
File [Start  [End [Lemgth |
& unage 0x40000  O:ZFFFFF 2883583 i
$root cranfs  O:300000  OxICF... 27262975
E T
Band
I [115200 -]
SOt

[~ Continuous Flash Moc
Reset Time 3000

[~ Create Binary File (no ]

[~ Wotify On Completi

[¥ Reset Target After Dow:

N ————

sixelworks*

Hodes
’7(-‘ Flash ( Verifr ( Erase |

Eytes

Flash | IElose | Help |

:l Pixelworks ImageProcessor SDK FlashUpgrader - ==

Directory: |e7T00I72D151 00120150909_PWCB08 C0079_x64_Defautts Choose

Flash File: [20130315_PWC808_defeuitinf =l chip
Files To Download 'I
File Start End Length 2| EromE

E Juimage (cd0000  (2FFFFE 2883583 EI USBZ.0 I

Footomrts  BA00000  GICFFF 27262575
& splash bin G10000.. GcIDFFF. 1048575 COM Port

< | : T

el LA ) RTTR I
G

Baud Rate

115200 ~

—Options

I™ Contiruous Flash Mode
Reset Time (ms) [ 3000

[ Create Binary Flle fno Flash)

[~ Notify On Completion

¥ Reset Target After Dowrload

p—

pixelworks®

Mod;
[F Fash " Verify ( Erase

Es 7

Cancel I Cloze I Help
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6. Waiting for about 8 minutes, it shall be upgraded ) e S <fimn -_—
done. on the Way there Wi" be Suspected StUCk | Directory: }B_TOD|_2D151D[‘1'-2D|5D5['5_PWCSDE_CDDTE_XSJ_DBfaUIt'. Choose.
motionless, please do not forced to shut down. S e Bles

File Start End [ Length |

FJuimoge IOl = | [Usez0 -]
% roct.cramfa 0300000 O ICFFF.. 27262876 U COM P
& splash bin 1D000... GeIDFFF.. 1048575 ot
— A S [T |
1| [ r

‘ Boud Fte
I [Tis2m0 =

~Optiane Modss

pixelworks*

™ Continuous Flash Mods: |V(: Fash ¢ Vedy  Emse |
Reset Time fmS)IT Plezse wait for several minutes :
™ Create Binary File fno flash) |
[ ] ™ MNotify On Completion Bies: 2726244 e
F Reset Target AterDownlozd | [ Cancel | Close | Hep |
7 Wh " P . | t d" PW808 :l Pixelworks ImageProcessor SDK FlashUpgrader [= |
" ) en appear rogrammlng Comp e e ’ Directory |e_Tuu\_20151001\201SDDDS_PWCaDa_CDDTS_xEﬂ_De\‘aU’t\ Oﬂnose.}
firmware upgrade procedure is finished. T ol
Files To Download =
Note: ® :E [sat TEd  Tlenah -~ copcien
. uimage De000  Oe2FFFE 28833 (2] [0 <]
i Erootoanfs  B300000  eICFFF.. 27262575 L —
H & solash b (c10000... (eIDFFF.. 1048575 =
- The lamp will not operate. [T e Sl e fow T
4 . ]
o ‘ Baud Rate
.. 115200 =
- After upgrade finished, remove the power code. ; ontone =
— ™ Cortirions Flash Mada ’—F Pash _C Verfy ( Ermse |
m Reset Time {ms) IT I programming cump\eledl
M T CeseBoyFle R
- I~ Notfy On Completion Bytes
€ | FesetTamet MerDowrload | Fash | Coss | beb |

5-12 EK-800U
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5-2-2 Recovery of Formatter / Scalar /
MCU

Note: If upgrade fail, select restore, the upgrade will
follow the last setting and jump to the page“Upgrading
in progress” directly.

—

. Execute the Upgrade_Wizard.exe.

2. Click Run as admin and Close firewall.

3. Select Restore

4. Click next.

5. Connect the projector to AC and power it on.

6. When the source message is displayed on the bottom

left of the projected image, click Next.

7. Choose upgrade items, then click next
8. Updating result

- When firmware recovery completes, will shows

"Update Successful".

EK-800U

Fimagre Update Waerd

Compatibla projectorfs]

WUXGA

This wizard will undats the fimars of your projectar o

Sealer V0 A3

Cick Next 1o corfinue

e we

5-13
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Section 3: Re-write Serial Number

5-3-1 Equipment Needed

Software:
- EIKI B70 HPBU TesterTool.zip

Hardware:
- Projector

- Power Cord
- "Cross over" female-female RS232 cable

- PC or Laptop

5-14

EK-800U
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5-3-2 Re-write Serial Number Procedure

1. Setup
- Plug in the power cord.
- Connect projector and PC by RS232

cable.

2. Please download the EIKI B70 HPBU TesterTool.zip
from website, then double click the file.

| 4

EIKI B70 HPBU
TesterTool

3. Execute the "HPBU_Common Tester.exe".

Note:Please ensure that the projector and PC baud
rate is"19200".

HFET Common Tester

E
E
E
E
E
E

4. Choose the Com port which you are using, and click
“Load define”.

EK-800U 5-15
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e e Lo aeiee Nl 2

5. Then key in the Serial Number, for example

[Festing vaius

[Festing condtion

|Es8A1005 “|EssA1005

"E58A1005". Then click "RUN" to re-write SN.

Same a2 V01 62:7132012)

‘Same 2= ADLTF01.08

Then the "Pass" message will be shown on the

[peteunizzazy ] I

window.

6. Check Serial number.

- press "MENU->OPTION".

Information

- check the serial number.

EK-800U




Appendix A (Exploded Image)

Appendix A (Exploded Image)

RSPL

ltem | o # PIN Description
1 40 51.78910G001 | COVER BOTTOM B70
2 31 51.78908G001 | COVER LEFT B70
36 51.78917G001 | 51.78917G001 COVER REAR FAN B70

3 16 49.8RR01G001 | DELTAAFB1212ME 120X120X38mm AXIAL
FAN,WIRE LENGTH 350mm

4 35 51.78916G001 | COVER REARBT70

5 46 75.78903G002 | ASSY COVERTOP EIKI B70

6 2% 80.78911G001 | PCBANEW PCBA PW808 MEDIA BOARD FOR B70
EK-800U PROJECTOR

/ 32 51.78912G001 | COVER RIGHT B70

8 44 70.78913GR01 | ASSY FRONT COVER MODULE FOR 789 (SERVICE)

9 16 49.8RR01G001 | DELTAAFB1212ME 120X120X38mm AXIAL
FAN,WIRE LENGTH 350mm

EK-800U




Appendix A (Exploded Image)

ASSY FRONT COVER MODULE

. s | 70789136R01 ,IBC\;SES)Y FRONT COVER MODULE FOR 789 (SERV-
CABLE W.A. 2PIN 520/35mm FILTER SWITCH
2|3 | 42004D8G00T | ErT) FRONT COVER) AT0

I EK-800U



Appendix A (Exploded Image)

ASSY LEFT COVER MODULE

51.78908G001

COVER LEFT B70

42.004D8G001

CABLE W.A. 2PIN 520/35mm FILTER SWITCH
(LEFT / FRONT COVER) A70

EK-800U




Appendix A (Exploded Image)

ASSY RIGHT COVER MODULE

1 45 70.78916GR01 | ASSY 10 COVER MODULE FOR 789 (SERVICE)

2 32 51.78912G001 | COVER RIGHT B70

3 34 51.78915G001 | KEYPAD PLASTIC EIKI B70

4 33 51.78914G001 | COVER RIGHT KEYPAD B70

5 91 80.78908G001 | PCBA KEYPAD BOARD FOR B70 EK-800U PRO-
JECTOR

EK-800U



Appendix A (Exploded Image)

ASSY BOTTOM COVER MODULE

1 | # 51.78911G001 | COVERBOTTOM CW DOOR B70

2 | 40 51.78910G001 | COVERBOTTOM B70
42 51.8RR27G003 | FOOT ELEVATOR FOOT HOLDER LN2520AA70
43 52.78902G001 | RUBBER ELEVATOR FOOT B70

70.72407GRO1 | ASSY BLOWER/70X70X25MM MODULE FOR 724
(SERVICE)

EK-800U \Y%



Appendix A (Exploded Image)

ASSY MAIN BOARD MODULE

1 26 | 80.78911G001 | PCBAPW808 MEDIA BOARD FOR B70 EK-800U
PROJECTOR

2 45 | 70.78916GR01 | ASSY 10 COVER MODULE FOR 789 (SERVICE)

] g | 7078911GROT | ASSY SCALAR BOARD MODULE FOR 789
(SERVICE)

. .7 | 7078912GR01 | ASSY FORMAT BOARD MODULE FOR 789
(SERVICE)

VI EK-800U




Appendix A (Exploded Image)

ASSY TOP COVER MODULE

1] 46 75.78903G002 | ASSY COVER TOP EIKI B70

EK-800U Vil




Appendix A (Exploded Image)

ASSY REAR COVER MODULE

1 35 51.78916G001 | COVER REARB70

2 24 80.8RRU2G001 | PCBA FAN DOCKING BOARD FOR D11WU-H
PROJECTOR

3 23 80.789W2G001 | PCBA REAR LED BOARD FOR B70-WU PROJEC-
TOR

4 4 | 42.004FFG001 | CABLE W.A. 4PIN 190mm LAMP COVER TO
LVPS(INSIDE) A70

5 16 49.8RR01G001 | DELTAAFB1212ME 120X120X38mm AXIAL
FAN,WIRE LENGTH 350mm

6 2 19.00013G001 | MISC FIZ FUSEHOLDER 5x20mm IP 40
0031.2207 SCHURTER

Vil EK-800U




Appendix A (Exploded Image)

ASSY FAN 6 MODULE

1 15 70.72407GR01 | ASSY BLOWER/70X70X25MM MODULE FOR 724

(SERVICE)

EK-800U IX




Appendix A (Exploded Image)

ASSY FAN 5 MODULE

1 15 70.72407GRO01 ASSY BLOWER/70X70X25MM MODULE FOR

724 (SERVICE)

X EK-800U




Appendix A (Exploded Image)

ASSY FAN 8 MODULE

1 15 70.72407GR01 | ASSY BLOWER/70X70X25MM MODULE FOR

724 (SERVICE)

EK-800U X




Appendix A (Exploded Image)

ASSY ENGINE MODULE

1 10 70.72402GR01 Q;SES)Y LAMP HOUSING MODULE FOR 724 (SERV-
2 29 80.8RR02G002 | PCBADMD BD FOR D11WU-H PROJECTOR
3 12 70.78917GRO1 ,lACSES)Y COLOR WHEEL MODULE FOR 789 (SERV-
4 1 70.78914GR01 |ACSES)Y LIGHT ENGINE MODULE FOR 789 (SERV-
5 9 48 8AYDMGD02 DMD 1920*1200 PIXEL 0.96” WUXGA 2xLVDS
TYPE-A
6 13 75.8RR08G001 | DAMODULE A70, 72MM
THERMAL PAD PHASE CHANGE
7 14 52.8RR04G001 | MATERIAL,21mmX14mmX0.2mm, K=3.3 PSX, EA-
PUS

Xl EK-800U




Appendix A (Exploded Image)

1 53 55.8RR01G012 | CARTON OUTSIDE EK-800U B70

2 54 56.78901G001 | CUSHION EPE BOTTOM EK-800U B70

3 55 56.78902G001 | CUSHION EPE TOP EK-800U B70

4 48 SP.78902GC01 | Option Remote Control

5 57 51.8YS38G001 | PE BAG 1000*730*0.1 MM

6 56 56.8CG01G001 | EPE BAG FOR SHASTA

7 58 55.8PV02G001 | AK BOX DWU550-G

8 49 42.00108G003 | CABLE POWER CORD 3M US SP-301/I1S-14 125V 15A
VELCRO TIE “POWER” SONIC

9 50 42.00125G003 | CABLE POWER CORD 3M EUROPE+KOREA+RUSSIA
SP-023/1S-14 10A 250V VELCRO TIE “POWER” SONI

10 | 51 42.00200G105 | CABLE VGA 15P 1.8M BLK ES526

11 52 42.0029AG001 | CABLE SIGNAL ADAPTER HDMI TO DVI-D61738-01

TI-LANE

EK-800U

Xl
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